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Valves

Notes:




ValvesRepair

Common Problems with Irrigation Valves

Valve will not close

Examples: Zone comes on but does not turn off whext zone comes on. Zone still running
after program time is complete.

Leak between the boret and body
Manual bleed knob is open
Damaged or wmn out diaphragm
Solenoid stuck in open position
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Valve will not open
Example Zone does not run when it is scheduled.

Solenoid, @ingor solenoid galdamaged
Valve filled with debris

Solenoid not reeiving voltage

Open and close bleed valve
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Weeping Valve
Example: Constant weeping heads in a zone

1 Solenoid, @ing or solenoid salis damaged
91 Diaphragm assembly or diaphragm support ring is damaged

Tip: Take a picture of the problem valvath your phoneand showthe picture to an employee
of a local irrigation @pply house. Examples: Site Omegtro or LonghornBuy that exact valve
and repace old parts with new ones



Valve Components
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Solenoid
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Typical Remote Control Valve
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Drip Irrigation

Notes:




Drip Tube Information

Q:Whereis drip tubingtypicallylocated?

A: Flowerbeds, parkwa(in between curb and sidewalkr narrow areas

e

Drip Tuke Drip Caupler Cutters

Irrigate Penetrate Conserve
Water efficiently Penetrate the root zone. Use less
The first ideas of modern drip irrigation origina ted in Germany in 1860. Researchers there began to

experiment with irrigation that happened below the surface of the dirt through the use of clay pipes.
This created a system that acted as both an irrigation system and a drainage system for the fields
wher e it was installed.

By 1920 the idea was that plastic would be a better option because it was more durable.

In 1959, Simcha Blass and Kibbutz Hatzerim developed and patented the first practical s urface drip
irrigation emitter.



Drip Tule Repair

1.
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Cut out thesection of dripline where leak is.

Tip: If possible do not cut off emitters

Insert a coupler on each siaé the open tuke.
Measure the width of the section that was removed
Cut a new piece according to the measurement
Connect new tub to exsting tube on both sides
Make sure couplers on both sides are TIGHT!
Turnsystemon to confirmthat the repair holds.
Recower driptubingwith sod, dirt or mulch




PVCRepair

1. Locate the leak and dig out the sectiohpipe around and underneath

22580 SNXYAYS GKS aAil SBugaSlip idXtedSope)idm omé Depab, k N € T ME 0
Lowes AceHardareor anylocal irrigationsupply house. Make sure it is the saneesas the
pipe.

3. Use theslip fix wit coupler attached to thendto measure(do not glue yet) The slip fix
and coupler will help determinthe amount ofpipe that needsto be removed from the
ground.

4. Put the slip fix over thpipe and measure the length of piperyTand make sure thesak or
cracled pipe idn the middleof markedpipe.

5. Cutout broken or leakingpipe using PVC cutters or a hasiw.

6. Prime and gla the coupletto the slip fix When applying gluand primer put it on both
ends,small side of trlsgoe and one side of the coupler. Thgive a quarteturn once inserted.

Note: prmer is purple & glue iBlue or clear
Tip: wear gloves when warlg with P\C glue and primeryou danot want it on your hands!
7. Primeand glue oneend at a time.Note: It iseasiest to dawith the slip fix compressed.

8. Apply primer & glue to the coupling and other end of the pipe. As you extend the slip fix
onto the pipemake sure to turn it angothat it is fully extended
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Slip Fix / Telscope PVC Glue & Primer PVC Cutters PVC Coulper
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172" NPT swivel outlet

- 30 psi pressure
regulator

Drip Head

200-mesh filter
replacement

Rugged, UV-resistant
1800 body

DRIP TUBING DRIP COUPLERS EXAMPLE
: y
9 - Y )
b \ﬁ /\ /“_//
PVC Capmf
underground THREADED PVC SPRAY HEAD cap | PVC Cap for above
placement ground placement
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Instdling Drip Tubing

Cap off allthreaded t/ joints,heads and/or shrub risers except odowerbeds/shrub risers must be on
their own zone to convert to drip.

NOTE: Turn off irrigation at meter, double check or isolation \z¥ere repairingd

1. Nozzle

2. Riser

3. Ground level

4. Threaded T/Joint

5. PVC PVC Cap for
underground
placement

See part examples on previous page as you follow these instructions:
Step OnePlace cagitherat Threadedr joint ORat spray headozzleORon top of shrub riser

Capping Threaded Option Capping Spray Head Option Cappig RiseOption

Step Wwo: Replace existing head or shrub riser with a drip hegatlacement

Step hree:Lay dripli dzo A Y 3 My 2 dziisésienddnples below)
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Step FourDrip head should be level with the grou(gke examples below

Step Fiveprepared fittings for attachment to drip tubing (see examples below)

attach fitting on top of drip coupler

-

Grass
attach fitting on bottom of *Ground Level”
ﬁ retrofitting; Cut riser to the
] ) Protective
. length needed attach one sid Doughnut
3 E to sprinkler head attach other s
: Correct
end into PVC underground — "s'ollation

side view
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Heads and Nozzles

Notes:




Pop-Up Head Components

RacIiius Adjustment Screw

Nozzle

Riser

/ Wiper Seal

— Soil Level
— Cap

—— Body

I
Inlet

c ¢ -UpSpray Head
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